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Part Numbers 

Part No. Description. 

PCTB6003**-AT Mini6 CAT6 LSOH 0.3Mtr Patch Lead 

PCTB6005**-AT Mini6 CAT6 LSOH 0.5Mtr Patch Lead 

PCTB6010**-AT Mini6 CAT6 LSOH 1Mtr Patch Lead 

PCTB6015**-AT Mini6 CAT6 LSOH 1.5Mtr Patch Lead 

PCTB6020**-AT Mini6 CAT6 LSOH 2Mtr Patch Lead 

PCTB6030**-AT Mini6 CAT6 LSOH 3Mtr Patch Lead 

PCTB6050**-AT Mini6 CAT6 LSOH 5Mtr Patch Lead 

PCTB6075**-AT Mini6 CAT6 LSOH 7.5Mtr Patch Lead 

PCTB6100**-AT Mini6 CAT6 LSOH 10Mtr Patch Lead 

PCTB6150**-AT Mini6 CAT6 LSOH 15Mtr Patch Lead 

PCTB6200**-AT Mini6 CAT6 LSOH 20Mtr Patch Lead 

Product Overview 
The Mini6 patch cords are designed for high bandwidth Category 6 systems optimised for 1GBit Ethernet applications. The 
high performance modular plug utilises a pair separation system to minimise NEXT interference within the modular plug and 
increase channel bandwidth. 
 
- Cat6 with LSOH outer sheath 
- Snagless Anti-Tangle latch design 
- 250MHz Bandwidth 
- 24AWG pure copper solid cable 
- 25 year system warranty via approved installers 
 

Mechanical Data 

Conductor Diameter AWG 24 

50um Gold plated contacts 

LSOH Grey Jacket 
 

Standards 

ISO/IEC 11801 2nd E Class E Channel 

TIA/EIA-568-B.2-1 Category 6 

FCC ANSI/TIA-968-A 

IEC 60603-7 

 

Applications 

Ethernet 10Base-T, 100BASE-T & 1000BASE-T 

ATM 155, ATM622, ATM1.2Gb/s 

Token Ring 4/16 

VoIP 

HDBASE-T 

Black: BK Yellow: YW White: WE Red: RD Green: GN 

Grey: No Suffix Orange: OE Blue: BE Pink: PK Purple: PE 

For coloured versions please replace the ** with the required colour e.g. Blue = BE 


